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We discuss the electrochemical reactions at the oxygen electrode of an aprotic Li-air battery. Using
density functional theory to estimate the free energy of intermediates during the discharge and
charge of the battery, we introduce a reaction free energy diagram and identify possible origins of
the overpotential for both processes. We also address the question of electron conductivity through
the Li2O2 electrode and show that in the presence of Li vacancies Li2O2 becomes a conductor.
© 2010 American Institute of Physics. doi:10.1063/1.3298994
There is a general recognition that a staged and gradual
transition from pure internal combustion engine driven ve-
hicles to electric vehicles EVs is attractive for light vehicle
transportation in order to minimize dependence on oil prod-
ucts and combat global CO2 emissions. At present, the fun-
damental limitation in the implementation of this strategy is
the limited range of EVs due to the limited gravimetric and
volumetric electrical energy storage densities in existing bat-
teries. While future advanced Li-ion batteries can possibly
extend the range slightly, there is little hope that even the
gravimetric densities of these future batteries will be suffi-
cient to allow ranges for a majority of current daily driving
habits. Several possible alternative battery chemistries, e.g.,
metal-air batteries, could, in principle, provide significantly
higher electrical storage densities. Of these, the aprotic Li-air
battery is the most attractive since it potentially could pro-
vide the highest energy storage density 1600 W h /kg
and has been demonstrated to be rechargeable.1–3 However,
there are, many technical problems confronting the develop-
ment of a practical Li-air battery. One of the more fundamen-
tal ones is the limited power density and electrical efficiency
obtainable from such a battery due to the strong polarization
losses at the cathode, both in discharge4 and in charge.1–3
Therefore, understanding the mechanism of the electro-
chemical reactions and the origin of the overpotentials is a
key first step in developing practical Li-air batteries.
In the present letter, we concentrate on the oxygen elec-
trode and introduce a simple picture to understand the poten-
tial dependence of the processes taking place at the electrode
surface. We use density functional theory DFT calculations
to provide an estimate of the energy of important intermedi-
ates in the process and discuss on this basis the origin of the
overpotential for the discharge reactions as well as the origin
of the asymmetry in overpotential between discharge and
recharge. Finally, we address the question whether the elec-
tron transport through Li2O2 might be rate limiting.
In the Li-air battery, the net reaction during discharge is
the oxidation of metallic lithium to form lithium peroxide,
2Li + O2→ Li2O2.
Before suggesting a possible mechanism for the electro-
chemistry, we first note a few experimental facts:1–3 1 The
product of the discharge reaction, Li2O2, is extremely in-
soluble in the typical aprotic solvents used, e.g., propylene
carbonate; 2 after a very brief initial transient, both the
discharge and charge voltages for a given current remain
essentially constant throughout the discharge/charge process
until the process terminates; 3 at the end of the discharge
process, close packed mesoscale balls 200 nm of Li2O2
are formed on the C electrode. Combined together, these
facts suggest that the electrochemistry being observed during
discharge is that of Li2O2 formation on the surface of Li2O2
and vice versa for charge. On this basis, we investigate a
mechanism involving the following steps in the electro-
chemical oxidation of bulk metallic Li:
Li→ Li+ + e− Li electrode ,
Li+ + e− + O2 +  → LiO2 O2 electrode step 1 ,
Li+ + e− + LiO2
→ Li2O2 O2 electrode step 2 .
Here, the first step, the dissolution of metallic Li into the
electrolyte, is assumed to be in equilibrium. The free energy
of Li++e− at potential U=0 is defined to be zero and equal to
that of bulk Li. At a finite potential the free energy of the
electron on the right side of the reaction is shifted by eU.
At the oxygen electrode, we will consider the electrochemi-
cal growth of Li2O2. This will describe all the oxygen elec-
trode processes except the initial nucleation of Li2O2 on the
carbon support.  denotes a surface site on Li2O2 where theaElectronic mail: norskov@fysik.dtu.dk.
THE JOURNAL OF CHEMICAL PHYSICS 132, 071101 2010
0021-9606/2010/1327/071101/4/$30.00 © 2010 American Institute of Physics132, 071101-1
Downloaded 26 Feb 2010 to 130.225.95.4. Redistribution subject to AIP license or copyright; see http://jcp.aip.org/jcp/copyright.jsp
growth proceeds. We will assume that electrons can be trans-
ferred to the surface of Li2O2; and this will be discussed
further below. We consider in the following the growth of the
100 surface. We have studied several low index surfaces,
and they all behave similarly. We chose to study the 100
surface in detail since it is the most stable surface we found,
and it is therefore expected to be the most abundant surface
on the Li2O2 particles formed during discharge.
The DFT calculations are performed using the real space
grid-based code GPAW,5 which is based on the projector-
augmented wave method.6 All calculations are spin polarized
and performed using the RPBE exchange correlation
functional.7 Typical super cell slabs contain 64 atoms sepa-
rated by 18 Å vacuum layers Fig. 1 and are sampled
with a 2,2,1 k-point grid and a grid spacing of 0.15 Å.
Given the poor DFT description of the triplet ground state of
O2, we use the more accurate values for H2O and H2 as a
reference together with the experimental formation energy
for water corrected for zero-point energies,8 i.e., EO2
=2EGPAWH2O−2EGPAWH2−2EexptH2O.
Free energies are estimated by including the entropy of
gas phase O2 −TS=−0.63 eV at standard conditions, 1
bar and 298 K Ref. 9 exploiting that the entropy of the
solid phases is small. The quality of the calculations can be
gauged by the fact that we find a heat of formation of Li2O2
of H=−5.57 eV free energy of formation of G=
−4.94 eV as compared to experimental values of H=
−6.56 eV and G=−5.91 eV, respectively.10 This means
that we have an equilibrium potential U0=−G /2e
=2.47 V rather than the experimental value of 2.96 V. While
the agreement between theory and experiment is not perfect
it is good enough that the picture developed in the following
is expected to be qualitatively correct.
The lowest energy structure of the Li2O2100 surface is
shown in Fig. 1a. We find that this surface is most stable in
a missing row reconstruction. In general, the growth of a
surface is most simply described as deposition of material at
kinks. When one surface unit cell of material is deposited at
the kink, the surface is indistinguishable from the starting
point except that the kink has moved and one unit cell of
bulk material has been added. For the Li2O2100 surface,
the reconstruction discussed above has two important conse-
quences. First, the missing rows essentially decouple the
rows of Li2O2 so that they will grow independently. That
means that we can consider a stepped surface rather than a
kinked surface. The stepped surface shown in Figs. 1c–1h
is simpler to treat computationally, and because of the large
distance to the next row of Li2O2, the coupling between rows
is small and adding or removing material to this structure is
essentially the same as at a kinked surface. Second, since the
surface unit cell contains two formula units of Li2O2 reaction
steps 1 and 2 above need to run twice before the initial and
final states of the surface are the same.
Figure 2 shows the calculated free energy diagram at
different potentials. We show step 1 twice but with different
reaction free energies since the two LiO2
 that are added are
not equivalent followed by step 2 twice again with different
reaction free energies since that gives smallest free energy
variations at the high potentials where processes run. The
effect of a finite potential U is included by adding an energy,
neU, to the calculated free energy for every intermediate
with n electrons in the electrode.8 Effects of the solvent or
electrical fields at the surface have not been included here.
Experience from similar calculations at the solid-water inter-
face suggests that such effects are quite small and are mainly
present in cases where there is substantial hydrogen
FIG. 1. Structure of the Li2O2100 surface, where the yellow is Li and the red oxygen. The lowest energy reconstructed surface is shown in perspective in
a and from the side in b. The stepped surface used in the calculations is shown from the side in c while d–h show the structure of intermediates during
discharge; the green atoms are the Li and the purple are the oxygen that have been added since d. The corresponding energies are shown in Fig. 2. h is the
same as d except that the step has shifted by two formula units. The net result is that two bulk two formula units of Li2O2 have been added to the system.
The surface area and step length is preserved.
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bonding,11 but this is clearly an area where more detailed
calculations would be of interest.
All reaction steps in Fig. 2 are simple adsorption and
desorption processes. There may be additional energy barri-
ers associated with, e.g., the loss of solvation of Li+ in the
electrolyte during adsorption, but we expect the free energies
of adsorption to represent the potential-dependent part of the
adsorption barriers. The free energy diagram can therefore be
used to get an idea of the potential dependence of the pro-
cess. First, consider the discharge reaction from left to right
in Fig. 2. At zero potential, all reaction steps are downhill
and the electrode reaction should be facile. As the potential is
increased, all steps remain downhill until a potential of
Udischarge=min−Gi /e=2.03 V is reached. At higher po-
tentials, the two Li++e− transfers are uphill in free energy.
We suggest that this is the origin of the slow kinetics of the
discharge reaction close to the equilibrium potential. We
identify discharge=U0−Udischarge=0.43 V as a theoretical
measure of the overpotential for the discharge reaction. This
value is quite consistent with the experimental observations
that typically, discharge takes place about 0.3 V below the
equilibrium potential. It should be stressed that the current
density depends exponentially on discharge. This means that
as long as the electrode processes are rate determining, the
working potential will depend roughly logarithmically on the
current density and this has been observed experimentally.4
We now turn to the charging process. As shown in Fig. 2,
the process running from right to left will be all downhill at
a potential of 3.07 V or above. Now, it is the electron transfer
step resulting in the first release of O2 and Li+ which is rate
limiting; Ucharge=max−Gi /e=3.07 V. The theoretical
overpotential then becomes charge=Ucharge−U0=0.60 V,
somewhat larger than discharge. This is in qualitative agree-
ment with the experimental observations that the charging
always takes place at a larger potential relative to the equi-
librium potential than discharge. It is interesting to note that
the asymmetry between discharge and charging in our model
is a direct consequence of the fact that a turnover of two
formula units is needed to complete the catalytic cycle of
Li2O2 growth or dissolution. This effectively makes it a four
electron process. If only one formula unit was needed a
two-electron process, one intermediate would be sufficient
and there would always be symmetry between discharge and
charge overpotentials.
The asymmetry that we find between charge and dis-
charge is smaller than the one found experimentally.
This may be due to errors in the DFT calculations, but
it may also mean that there are additional factors affecting
the charging and discharging potential. Each of the reaction
steps considered might consist of several elementary pro-
cesses and if one of these is nonelectrochemical, new inter-
esting possibilities will appear. Imagine that reaction step 1
Li++e−+O2+ →LiO2 in fact consists of two steps—1a
O2+ →O2 and 1b Li++e−+O2→LiO2—so that only the
second step involves a charge transfer. If 1a is downhill in
free energy by G1a the maximum discharge potential is
reduced by −G1a, but the rate of discharge will not be af-
fected. The charging reaction, on the other hand, will be
slowed down by a factor expG1a /kT. This could add
considerably to the asymmetry. We note that if O2 desorption
is made more facile by O2 moving to the surface of another
solid, e.g., MnO2, that would alleviate the problems with this
nonpotential dependent step. This may be the origin of the
catalytic effect observed in charging.12
Due to charge transfer and the asymmetric positions of
the atoms in the intermediate states, local dipole moments
are present, and one could imagine that the electric fields
present during charge and discharge could affect the ener-
gies. However, our calculations show that an electric field of
0.4 V /Å only change the relative energies by 0.1 eV.
The calculations also revealed a competing process
which could make the coulombic efficiency for discharge
and recharge1. If there is a surplus of Li on the surface for
any reason, then O2 dissociates spontaneously, and Li2O is
formed locally, see Fig. 3. During discharge, this could hap-
pen if the system is starved in O2, and there is experimental
evidence for that.3 During recharge, where the potential of
the oxygen electrode is very high electrons are removed
from the electrode O2
− is destabilized and oxygen desorption
may become possible. Forming Li2O is another way of in-
hibiting recharge, and if this is a significant mechanism of
decay of Li2O2, it could limit cycleability of the battery.
FIG. 2. Calculated free energy diagram for the reactions at the oxygen
electrode of a Li-air battery. Two formula units are added during discharge
left to right or removed during charge right to left. The free energies are
shown at different potentials, U=0 is the open circuit potential, U
=2.03 V is the highest potential where discharge is still downhill in all
steps, and U=3.07 V is the lowest potential where charging is all downhill.
FIG. 3. Dissociation of O2 to form Li2O at the surface of Li2O2 with excess
Li. The extra Li is shown as orange and the O2 bond that is broken subse-
quent to adding the Li is indicated by the double arrow.
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Finally, we address the question whether electron trans-
fer through Li2O2 could be rate limiting. Li2O2 is an insula-
tor and one could wonder how electrons are transferred to
and from the active surface. A DFT calculation of the one-
electron spectrum shows Li2O2 to have a considerable band
gap, see Fig. 4a. A more accurate G0W0 calculation of the
real quasiparticle spectrum gives the same qualitative result,
although with a larger band gap 4.91 eV as opposed to 1.88
eV in the DFT calculations. The G0W0 calculations have
been performed with the YAMBO code13 using a 30 eV cutoff
for the sum over virtual states, and a 6,6,2 k-point mesh
eight atoms per unit cell. The electronic wave functions
used as input to the G0W0 calculations have been obtained
with the PWSCF code14 using norm-conserving pseudopoten-
tials, a 100 Ry cutoff for the plane wave expansion, and the
PBE exchange-correlation functional.
If we perform similar calculations for Li2O2 with Li va-
cancies, the picture changes, as shown in Fig. 4b. Now,
holes are created in the valence band and the system be-
comes an electronic conductor. The bulk vacancy formation
energy is calculated to be 2.85 eV quite independent of the
vacancy density. We also note that the Li vacancies are quite
mobile in the solid. The activation energy for vacancy diffu-
sion is calculated to be 0.35 eV along the 100 planes. This
means that from a thermodynamic point of view bulk Li
vacancies can be created at a potential of 2.85 V. Thus, cer-
tainly during recharge there is always a thermodynamic driv-
ing force for Li vacancy formation. During discharge, there
may not be many bulk Li vacancies, but there will always be
a high concentration of Li vacancies at the surface. The rea-
son is that they are intermediates in the process and dis-
charge cannot proceed without vacancies being present. Sur-
face vacancies will introduce holes in the valance band just
as bulk vacancies, and we therefore conclude that there will
always be metallic states present in or on the surface of
Li2O2 during the operation of the Li-air battery. The question
remains whether surface conductivity is enough to maintain
high current densities during discharge.
We have presented a very simple model of the processes
at the oxygen electrode of an aprotic Li-air battery. Using
DFT calculations to estimate the energy of the intermediates
of the reactions, we have established an understanding of
important contributions to the overpotential for both dis-
charge and recharge of the battery. In addition, we have
shown that the issue of electron transport through the Li2O2
may not be a problem at the high potentials found during
operation of the battery. We consider the analysis given
above to be the simplest possible and is a first attempt at
understanding the origin of the overpotentials for charging
and recharging of the Li-air battery. More complicated reac-
tion paths, e.g., involving bond breaking of O2 and local
formation of Li2O should be investigated further, as well as
the effect of impurities and adsorbed species from the elec-
trolyte.
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FIG. 4. Calculated density of states for a pure Li2O2 and b Li2O2 with a
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In a, the top of the valence bands have been aligned and in b the Fermi
levels have been aligned.
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